
1889 Maryland Avenue, Niagara Falls, NY, 14305

Type M18 （Weld field immune Metal Face）

3419 Mainway, Burlington, ON, Canada, L7M 1A9 Operating Voltage 10-30VDC

Ph:  800-644-1756    Fax:  888-283-2127 Sensing Distance 5mm(Shielded)

Technical:  support@htmsensors.com Target material Non -Ferrous

Service:     service@htmsensors.com Switching Rate 0-5Hz  

www.htmsensors.com No load Current <10mA

Output Mode PNP(N.O.)

Max.Load Current 200mA

Voltage Drop <1.5V

Operating voltage display LED, GREEN

Switching state indication LED, RED

Switching Hysteresis ≤15% (Sr)

Protection Category IP67

Operating Temperature -25℃ - +120℃

Short Circuit Protection YES

Overload Trip point ≥220mA

Mag.Field strength, AC Fields 250 mT

Mag.Field strength, DC Fields 250 mT

RFI>3V/m

EFT>2KV

ESD>4KV(contact)

IEC 60947-5-2,part7.4.1

IEC 60947-5-2,part7.4.2

Housing  Material SUS316+PTFE(Black)

Cable Or Plug Plug: 4PIN

Engineer:  16 Inspector: 28

Manager: Steven C. Date:17/10/2017

Rev. By Date

NO.:SP002899.0

EMC

Shock/Vibration

Part #:FCS1-1805P-ARU4-PTFE-120C-WFI-NFE(FULLY THREADED)

SPECIFICATIONS

CUSTOMER APPROVED BY CONFIRMED BY

FCS1-1805P-ARU4-PTFE-120C-WFI-NFE(FULLY THREADED)

Description

HTM Sensors
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Unit Of  Measurement                       

Millimeter                                                           

Do Not Scale This Drawing

3RD  ANGLE  PROJECTION

Identification No. REV   0

Description:M18,10-30V DC,PNP N.O.,WELD FIELD 

IMMUNE,INDUCTIVE PROXIMITY SWITCH.
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